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WATER SERVICE
COUNCIL BLUFFS WATER WORKS
PG BOX 309
COUNCIL BLUFFS, 1A 51502
(712) 328-1006

SEWER SERVICE
COUNCIL BLUFFS SEWER DEPARTMENT
CHUCK PENDGRAFT
(712) 328-4644

ELECTRIC SERVICE
MIDAMERICA ENERGY
PO BOX 657
DES MOINES, 1A 50308-0657
(800) 329-6261

GAS SERVICE
MIDAMERICA ENERGY
PO BOX B57
DES MOINES, |A 50306-0657
(800) 329-6261

20" BLDG| S‘q‘};c,

e W Lo parang SB944RTE 252.52(R)

TELEPHONE SERVICE
CENTRYLINK
(855) 626-8452

COX COMMUNICATIONS
1729 MCPHERSON AVE
COUNCIL BLUFFS, IA 51503
(712) 215-6610

IOWA COMMUNICATIONS NETWORK
GRIMES STATE OFFICE BLDG
400 EAST 14TH STREET

DES MOINES, |A 50319

(877) 426-4692

10TA UNDERGROUND
PLANT LOCATION
SERVICES, INC.

CALL
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FOUND CORNER — AS
DESCRIBED ON THE DRAWING

(R) RECORDED DATA

(M) MEASURED DATA
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M ELECTRIC PEDESTAL/BOX
UNDERGROUND ELECTRIC LINE

£ — UNDERGROUND GAS LINE
— WATER LINE

' FIRE HYDRANT

& SANITARY SEWER MANHOLE

SANITARY SEWER LINE
STORM SEWER LINE

© STORM SEWER MANHOLE
[ TELEPHONE PEDESTAL/BOX

DECIDUOUS TREE \W/DIAMETER
4" ABOVE GROUNDSIZE

CONIFEROUS TREE W/DIAMETER
4" ABOVE GROUNDSIZE
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LOCATION MAP

CITY OF COUNCIL BLUFFS, 10WAI

FLOOD STATEMENT:

HOT TO SCALE

SUBJECT PROPERTY FALLS WITHIN ZONE AH, ACCORDING TG FIRM
MAP NUMBER: 19155C0576E, EFFECTIVE DATE: FEB. 4, 2005. ZONE
AH IS DEFINED AS HAVING AREAS OF FLOOD DEPTHS OF 1 TO 3
FEET (USUALLY AREAS OF PONDING), BASE FLOOD ELEVATION
DETERMINED TO BE 976 IN THIS AREA.

ZONING:
ZONING DISTRICT: P—C, PLANNED COMMERCIAL DISTRICT

PER SECTION 15.18.050—SITE DEVELOPMENT REGULATIONS OF THE
COUNCIL BLUFFS, |A, MUNICIPAL CODE, FOR ZONING DISTRIST P—C,
MINIMUM TRACT SIZE, LOT SIZE, SETBACK REQUIREMENTS, HEIGHT,
LOT COVERAGE, SIGNAGE AND LAMDSCAPING SHALL BE DETERMINED
THROUGH THE DEVELOPMENTAL PLAN REMEY PROCEDURE. SEE
SECTION 15.18.060 FOR REQUIREMENTS OF THE DEVELOPMENT PLAN

REVIEVW PROCEDURE.
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WATER QUALITY BASIN QUTLET

EXISTING TOPOGRAPHIC AND BOUNDARY SURVEY
COMPLETED BY ASSOCIATED ENGINEERING & SURVEYING
2705 NORTH MAIN STREET

OMAHA, NEBRASKA 68022

PH (402) 289-5040, PROJECT NO. 4297

BENCHMARKS:

SITE BENCH MARK #1: SANITARY SEWER MANHOLE IN THE INTERSECTIOM

A

22

OF DIAL DRIVE AND 32ZND AVENUE.

ELEVATION OF THE CENTER OF THE MANHOLE = 9B2.50-NAVD '8B.

SITE BENCH MARK # 2: SANITARY SEWER MANHOLE IN THE CENTER OF
DIAL DRIVE, APPROXIMATELY 60 FEET FROM THE LOCATION OF THE

MNORTHEAST CORNER OF SAID LOT &.

ELEVATION OF THE CENTER OF THE MANHOLE = 979.63-NAVD '88.

DATUM BENCH MARK: NGS BENCH MARK "C-132, PID-MJ-0785",

BEING 0.7 OF A MILE SOUTH OF SITE. ELEVATION = 977.79-MAVD '88.

ALL HORIZONTAL DATUM IS IN NAD ‘83
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PAVEMENT

SEE CiViL7

#58 CONT. AT TOP AND MID HEIGHT
@48’ 0.C.

#5REBAR CONT. EA. WAY @ 24' O.C.
SLAB, SEE PLAN

BELOW LOCAL
FROST DEPTH

13"
7 6°SCH. 80 X &
HINGE
I

| | ©'SCH. 80 X 3'
HINGE SUPPORT,
WELD TO POSTS

5'5CH 80
STLPOST,
/ GROUTED
INJ!.L I sOUD

6'SCH.E80 X&'
HINGE

& 5CH EBOX3
HINGE SUPPORT,
WELD TO POST

SECTION @ ENCLOSURE WALL - v

J GATE COLUMN FOOTING 7= | H

GATE HARDWARE: ALL HARDWARE AND
ACCESSORIES SHALL BE HEAVY GALVANIZED.

GATE STOP: MUSHROOM TYPE OR FLUSH
PLATE WITH ANCHORS SET IN CONCRETE TO
ENGAGE THE CENTER DROP ROD OR
PLUNGER BAR.

GATE NOTES: (2) EQUAL (+5'07) WIDE x B-0"
HIGH MTL, GATES, TYPE 'B' 1 1/2° DECKING,
22GA. W/ T.8.5 X 5 X .1875 BAR CROSS
BRACING WELD AND GRIND SMOOTH ALL
CONNECTIONS, TYP. PRIME AND PAINT,

SYMBOL AREA MANUFACTURER COLOR
@ GATE COLOR SHERWIN WILLIAMS | SW 6146 "UMBER"
@ ACCENT COLOR SHERWIN WILLIAMS | SW 2823 "ROOKWOOD CLAY"
@ PIPE BOLLARDS SHERWIN WILLIAMS | TB PURPLE DTM
SCHEDULE s | G
8" SPUIT FAGE CMU INFUSED
WITH BUILDING COLGR

g-0'
I —— 1 Cm

L/ T T 1
/

ENCLOSURE NOTES nis 1

EAST ELEVATION = [ F

18 GA CLEANED, PRIMED, & 2 >
PAINTED METAL GATE. (BOX RIB)
s %
| [ | T.0.CMU
l 1 ——
I T 1
i 7 I -
| L T 1
[ T T 1
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g\'ﬁ:p\:?rzsmmu - | 5 sfpH. so s rosT]
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' SCH. B0 X 3" HINGE SUPPORT, WELD TO POST

SOUTH ELEVATION -0 | E

&' SPLIT FACE CMUINFLSED WITH BUILDING COLOR

[/ T T 1

[ /1 [ 1

[ T T T T T T
[ T T T T

63.4.1 GALV. FRAME
TYPE 'B' 1 1/2' DECKING
TACK WELD TO FRAME
CRIMP EDGES

GATE HEAD

13 GALY. PIPE,
FASTEN /WELD TO
GATE FRAME - TYP.

Tawa VaVaw,

Lo Jallfl sl

3/4" @ SOLID
SLIDE BOLT.

GATE LATCH

2'x1"x 1/4" STEEL
TUBE SPACER
WELDED TO 6" DIA. x 6
HINGE & 2*x 2" x 1/4"
ANGLE FRAME

6" DIA. SCHEDULE 80
PIPE HINGE

GATE FRAME

5'DIA. SCHEDULE 80

GHREASE ZERK
ON TOP AND BOTTOM HINGE o 4

GATE HINGE DETAIL

30" DIA_ X 42° DEEP
FOOTING

SEE GATE

HINGE DETAIL
5" DIA. SCHEDWWE 80
PIPE COLUM

GROUT SOLp W/ ——
CONCRETE .

gx 8% 16

SPUT-FACE CMU, ™\
WITH COLOR
INFUSED TO MATCH

BUILDING

#5 VERT. BAR
@ 48" 0.C.
#5 HORIZ. BARS

@ TOP & MID HGT.

JAMB DETAIL

CONGAVE TOP —/

CONCRETE SURFACE

6" DIA. SCH, 40 STEEL
POST FILLEDWITH

CONCHETE AND PAINTED

TB PURPLE DTM

s g

(7

PAVEMENT
SURFACE AS
SPECIFIED

18" DA
CONCRETE
FOOTING

GUARDPOST BOLLARD DETAIL

= FOR USEWITH N DUNPSTEA BHCLOSLRE

SOM_|_JP
DSN|DWN|CHK

BOLLARD DETAILS w-ro¢ | B
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(0
\24/

SPUT-FACE CMUWITH COLOR INFUSED
TO MATCH BUILDING. (TYP.)
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—— 2.0 £4 REBAR DOWEL 2-00.G.

[N—— 5/4' DIA DROP ROD HOLE (TYF.)

\— 3/4* DIA. DRCP ROD HOLE (TYP.)

6' CONCRETE PAVEMENT, 28 DAY MIN. COMPRESSION
STRENGTH OF 3,000 PSIWITH #5 CONT. EW. @ 24' 0.C.
SUB-GRADE PER GEQTECHNICAL ENGINEERS
RECOMMENDATIONS. SEE SITE PLAN FOR DIMENSIONS.
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PLANTING LIST

KeEY I Qry. | COMMON NAME l BOTANICAL NAME SIZE COND.
AB 1 AMERICAN BEECH FAGUS GRANDIFLORA 2" MIN. CAL. B&B
S0 4 SAWTOOTH 0AK QUERCUS ACUTISSIMA 27 MIN. CAL. B&B

|
; SHRUBS/GRASSES/PERENNIALS: o
e
;[ S0 42 STELLA DE ORD DAYULY HERMEROCALLIS STELLA DE ORO' 1 GAL CONT. 3 ga
| I BS 1 BLUE HILL MEADOW SAGE SALVIA X SYLVESTRIS ‘BLUE HILL' 1 GAL CONT. 2 af
! i FG 43 FEATHER REED -GRASS CALAMAGROSTIS ACUTIFLORA 'KARL FOERSTER' 2 GAL CONT, = g%ﬁ
i iod ) . =%
| & T . I cB 25 CRIMSON PYCMY BARBERRY BERBERIS THUNBERGII 'CRIMSON PYGMY' 3 GAL, CONT, {Ej giz
NSRS i
' . iR : RY 35 BRAKELIGHTS RED YUCCA HESPERALOE PARVIFLORA 'PERPA’ 3 GAL. CONT, Q Sgg
EXISTING TURF IN RS 9 RUSSIAN SAGE PEROVSKIA ATRIPLICIFOLIA 2 GAL. CONT. i ﬁ?g
600D CONDITION st 35 | SIVERY SUNPROOF LIRIOPE LIRIOPE MUSCARI "SILVERY SUNPROOE' 1 GAL CONT, HH
cJ 13 COMPACTA ANDORRA JUNIPER JUNIPERUS HORIZONTALIS 'PLUMOSA COMPACTA' 5 GAL CONT. ]
(U]
L EXISTING TREES
TO REMAIN
() LOOGE POLE
WOHDER TIES OR
APPROVED EQUAL
FURRING MALL
SOD DISTURBED PREA— XISTING TURF 1N PLANTING NOTES
. GOOD CONDMION
(3) Bs 1.NO SUBSTITUTIONS SHALL BE ALLOWED WITHOUT OWNER'S APPROVAL.
. QUANTITIES IN THE PLANT LIST ARE FOR INFORMATION ONLY, CONTRACTOR SHALL VERIFY,
BN W o YU LW 2, ALL PLANT LOCATIONS ARE APPROXIMATE, ADJUST AS NECESSARY TO AVOID COMFLICTS. FARDI e IO ot
g| O d 56 m 3.EDGING SHALL BE STEEL PER SPEC, OR OWNER APPROVED EQUAL. INSTALL STAKES IN i R e oR
© 'ﬂl‘ﬂ o ACCORDANCE WITH MARUFACTURER'S RECOMMEHDATION. CEDAR MULCH LAWN (NSTALLATION
EXISTING TURF IN ; L 4,THE PLANTING BEDS RECEMING MULCH SHALL BE TREATED WITH A PRE-ENERGENT HERGICIDE
GOOD CONDITION \ : —0" — PRIOR TO PLANTING AND MULCH PLACEMENT, APPLY [N ACCORDANCE WITH STANDARD TRADE FINISH GRADE
PRACTICE.
5.WEED BARRIER FABRIC, AS NOTED IN THE SPECIFICATIONS, SHALL BE INSTALLED IN ALL SHRUS =
PLANTING BEDS TO RECENE GRAVEL MULCH. .= AGRIFORU_PLANTING
i 6.TURF SOD SHALL MATCH EXISTING VARIETY ON SITE. 3 %l TABLETS (SEE SPECS)
| 7.WHEN CLAY SOIL IS ENCOUNTERED IN THE ESTABLISHMENT OF THE LAWN OR THE INSTALLATION a
! OF PLANT MATERIAL, SOIL SHALL BE IMPROVED IN ACCORDANCE WITH STANDARD TRADE 3 F ROOTBALL
i PRACTICE. ie. ADDITION OF LIME, GYPSUM, ETC, F (SEE Spec)
! 8. ANY PLANTING BED ADJACENT T0 WALKS OR CURBING SHALL HAVE THE GRADE LOWERED TO A CRFILL UiX
! SUFFICIENT DEPTH T0 ALLOW THE TOP OF THE MULCH TO MATCH THE TOP OF gﬂmmon
i CURBING. EDGING SHALL BE INSTALLED BETWEEN PLANTING BEDS AND TURF — T R
i 9.INSTALL EDGING BETWEEN PLANTING BEDS AND CURBS OR SIDEWALK EDGES TREE PLANTING | 1
i 10.DO NOT GRADE PLANTING BEOS WITH STEEP, ABRUPT SLOPES DOWN TO EDGING OR CONCRETE Thechy ey ot sl vt was
) EDGES. ALL PLANTING BEOS SHALL HAVE EVEN SMOOTH SLOPES. y epud by 5 o edermy et perscrsl sepvision
"’J 3 11. GRAVEL MULCH SHALL BE 1 TO 2" DIA NATIVE RIVER ROCK 10 ot} am 2 dly Ecensed Profesticeal Architeet
Fay H EARTH BERM TO BE b the Fis of he Stz of lowa,
[!511 i REMOVED PRIOR TO
L1y 4 GROUND COVER LAWN
""] % INSTALLATION
ﬂ'ﬁlj MGRIFORM PLANTING ;
TABLETS (SEE SPECS]
,ﬂj PLANT'NG NOTES 3 MULCH ¢ Lee B, Manske ]
e T T AT LEAST 10% OF THE GROSS SITE SQUARE FOOTAGE SHALL BE PLANTED SURFACES. R
'\j et E 00 CORTION SITE AREA = 51,249 SF X 10% = 5,125 SF REQUIRED, OVER 5,125 SF PROVIDED. ks 14023.030
LARGE DECIDUOUS SHADE TREES SHALL BE INSTALLED IN PARKING LOTS IN EXCESS OF 30 | . ROOTBALL
SPACES. ONE TREE PER EACH 3,000 SQUARE FEET OF PAVING ON SITE. (28,500 SF = 10
TREES REQUIRED; 5 TREES PROVIDED) UNDISTURBED iy
5 E BACKFILL MIX fi
@) F ) A QE 5 {EE SeEcs) A
(6) SL— u" 4 - ] 90% COMPAGTED A
- LEGEND 2 BACKALL MiX ~
i ; e
I A
A
i SHRUB PLANTING TS | 2 =
e APPROX. LIMITS OF SOD — MATCH EXISTING VARIETY Iy
EXISTING TREES Y SOD ALL DISTURBED TURF AREAS
-------- H/— TO REMAIN kY -
s 7y () ¥
WA — CONTRACT DATE: HXIOLHK
B PROPQSED SHRUBS AND GRASSES BUILDING TYPE: LIVE MAS LARGEE6
e PLAN VERSION: MARCH 2015
== - ) ) a . - SITE NUMBER: JOOEX
124" BOULDERS (SIMILAR T
) O ( 0 GRAVEL MULCH) STORE NUMBER: Y00
- © 3' LAYER OF GRAVEL MULCH
TACO BELL
eeam ® 3" LAYER OF BROWN HARDWOOD MULCH 3150 DIAL DRVE
COUNCIL BLUFFS, 1A

® 4" STEEL LANDSCAPE EDGING (SEE PLANTING NOTES)

%
%

EXISTING TREE TO REMAIN

LIVE MAS
PROPOSED TREE LARGEES
A \SITE PLANTING PLAN
. PLANTING
PLAN

S101) ¢ 1 20 e
- _:F I”ZZB.O.

PLOT DATE: 3-26-15




IRRIGATION NOTES

1.IRRIGATION CONTRACTOR SHALL COQRDINATE WITH PAVING CONTRACTOR ON THE TIMING OF THE INSTALLATION
OF SLEEVES UNDER PAVED AREAS. INSTALLATION OF SLEEVES IS RESPONSIBILITY OF IRRIGATION CONTRACTOR.

2. SYSTEM SHALL BE DESIGNED AND INSTALLED TO MEET THE CRITERIA QUTLINED IN THE PERFORMANCE SPEC.
3. SYSTEM ONCE OPERATIONAL SHALL BE CAPABLE OF APPLYING 1" OF WATER PER WEEK TO ALL LANDSCAPE AREAS.

4. IN ADJUSTING THE TIME CLOCK ON THE IRRIGATION CONTROLLER, THE IRRIGATION CONTRACTOR SHALL
BE AWARE THAT TRAPPED WATER BETWEEN WALKS AND THE BUILDINGS FOUNDATION IS A CONCERM.

THEREFORE, THE SPRINKLER ZONES RESPONSIBLE FOR IRRIGATING THESE AREAS SHALL BE SET T0
AVOID SUCH A SITUATION.
5. IRRIGATION CONTRACTOR SHALL COORDINATE BACKFLOW PREVENTER LOCATION. LOCATION SHALL MEET .
THE FOLLOWING CRITERIA: ar
~ BACKFLOW PREVENTER SHALL BE INSTALLED AT THE DISTANCE ABOVE THE MIGHEST SPRINKLER HEAD AS =g
REQUIRED BY LOCAL CODES. B i
6. SYSTEM T0 BE DESIGNED TO AVOID SPRAYING WATER ON BUILDING OR ACROSS WALKS. el
7. PROPOSED HEAD LAYOUT AND SYSTEM ROUTING SHALL BE SUBMITTED TO OWHER FOR APPROVAL PRIOR o= 488
TO COMMENCING WORK. = EEE
& BACKFLOW PREVENTOR SHALL BE ENCLOSED IN A LOCKABLE COVER DEVICE. O 35T
seom e _ 9. ALL IRRIGATION SHALL BE BASE BID. :L‘ §'5§
10. CONTRACTOR SHALL COORDINATE LOCATION FOR IRRIGATION CONTROLLER WITH OWNER. = dg
aa
§ ‘-i

PRESSURE TYPE VACUUM
HIRIRR RS ! BREAKER ASSEMBLY
: ) :‘ ’:1:’:’:’:‘:‘:’:’:’:‘" e e W e ey 2505 ATMOSFHERIC VACUUM W/GATE VALVES
Rttt a0t % I P e tete et e 2o Tetel g Dot S %%l BREAKER-MIN. 6" REDUCED PRESSURE TYPE
x o29% AHOVE: HIGHEST, MEAD BROWNLINE OR GALY. VACUUM BREAKER ASSEMBLY
2% BROWNLINE OR GALV. NIPPLES & ELLS, WITH GATE VALVES
<
% NIPPLES UNION (LIKE PIPE
b BROWNLINE MALE OR AS PER
BROWNLINE OR GALY, ADAETOR LOCAL CODE)

FRTLLLTTTTM
R OFES ST,

PIPE & ELLS, ON GRADE

KR
5%
K3

PVC PLASTIC MAIN
LINE TO VALVES

FINISH GRADE

HEIGHT AS REQUIRED
oy EEOCA.L PLUMBLING

PVC MALE
ADAPTOR

PVC PIPE
TO HEADS

CONCRETE
THRUST BLOCKS

PVC PIPE
FROM CONTROL
VALVE

preparedby 1 persomal sepenision
stk | am a dly Becred Profesional Archiect
ender e w3 ofthe St of lowa.

berey certify ot this achitectr! docucal was
ender 5y di

AS PER LOCAL CODE
FROM P.O.C.
CONCRETE THRUST BLOCKS

ATMOSPHERIC VAC BREAKER wi= | 2 | RP/PRESSURE VAC. BRKR.  wis | 1

TCHI S 05

TCLOZ2110

Lee B. Manske
My bcenic rencwal date i June 30,2015,

F

INSTALLATION OF HEAD
PRIOR TO FINISH
GRADING 14023.030

OPTIONAL PRESSURE
REGULATING MODULE

CONCRETE CURB
R WALK

VALVE BOX W/
COVER (PLASTIC)

ABOVE GRADE
AT SHRUB AREAS

& e wgfoa W, FLUSH /¥ FINISH
U, cannein FIN, GRADE . GRADE AT LAWN AREA
O WIRE @ EA CONNECTION 12-$ h A
‘ A
N . RS [ k A
= e A MO N Ngpe| IR (PSS R S N )
3 CA A S S S TTIIrs 77 77 ; MALE P A
A ADAPTOR A
PVC PLABTIC A
” PIPE A
b CONCRETE CURS A
OR WALK
GALV. STL = POP-UP HEAD A
OR PUC 7}'/ 2%4 REDWOOD PVC NIPPLE
—_— COMMON T <l BLOCK PVC STREET ELL.
o UR GALV, STL. NIPPLE @ PVC LATERAL PVC SLIPXSLIPX CONTRAGT DATE: XKXRAK
8 OR BVC SCH.80 NIPPLE ] THREADED TEE s e A
5 PILOT WIRE 8 ) . :
o PVC SUPxSUIPSTHREAD TEE & PLAN VERSION: MARGCH 2015
= PVC PLASTIC MAIN LINE L ~ o SITE NUMBER: YK
| — : . REMOTE CONTROL VALVE  ws. | 3 | SPRAY HEADS nis. | 4 | sronenuwesn 00
- e h = - TACO BELL
[
S A IRRIGATION LEGEND i
R COUNCIL BLUFFS, 1A
SHRUB BED TO
m BE IRRIGATED (IN-LINE DRIP TUBING)
7 TURF AREA TO
BE IRRIGATED (SPRAY/ROTOR HEADS) LIVE MAS
LARGEES
IRRIGATION

CONTRACTOR SHALL DETERMINE CONNECTION

POINT TO DOMESTIC FOR IRRIGATION SUPPLY.
CONCEPT

PROVIDE SEPARATE METEA FOR IRAIGATION SYSTEM
PLAN

/A IRRIGATION CONCEPT PLAN T
W o 100 20 a0’
+ _:F 1 220'0'
32615

PLOT DATE:
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RIGHT SIDE ELEVATION w-1o | A oo B, Manske
< panspETCAP [ 3| : My liceese renewal date i June 30, 2015,
e MISCELLANEOUS K KNESS- 1°
A SEESHTAL1 WINDOW TYPES* FOR WINDOW ELEVATIONS. VX QTY | ITEM DESCRIPTION ELEC @ BASE THICKNESS - 1 THICK ELF.S. 14023.030
B. SEE SCOPE OF WORK FOR RESPONSIBILITIES V350 |1 |TACO BELL DRVE THRU CANORY X (B) BASE THICKNESS- 2" THICK E1FS. :
C. "HIGH 'MPASTO -ﬁusm ggélgEoE(")VHERE NOTED {C) VX1 [ 13 [CUSTOM TACO BELL AWNING (SIZE VARIES - BASED ON RO, OF 5
i D. THE PAINT COLORS SHOWN R REFERENCES FOR THE E.LF.S. SUPPLIER {(€) BASE THICKNESS -1* THICK E.LF.S. WITH HIGH IMPAGT MESH UP TO 90' AF.F.
_’/ 1*EFS LEDGE | 3 () B HERuT tals ki WINDOW BELOW) SEE DETAIL 2/A6 2.
SLAT WALL SHALL
- | .~ Brvenoor (B) BASE THICKNESS -2* THICK ELF.S. WITH HIGH IMPACT MESH UP TO 90 AFF.
. SEE DETAIL 2/A62.
- PR s BT SEALERS (REFER TO SPECS);
e o— Lz} ) EiFS LEDGE A SEALANTAT ALL WALL AND ROOF PENETRATIONS.
- B. SEALANT AT ALL WINDOW AND DOOR FRAMES AT HEAD AND JAMB. DO NOT SEAL SILL @
IALANC VINDOWS.
By :ﬁﬁf S C. APPLY NEOPRENE GASKET (CONT) BETWEEN BUILDING & CANOPY/TRELLIS. : e S e
) ¢ [ | T——— el : - R L E.LF.S. THICKNESS s | B
ACCENT BAND / . ,
A VENDOR SCOPE INCLUDES SUPPLY AND INSTALLATION OF AWNINGS,
: i A CANOPIES, AND SIGNAGE.
. EIFS THICKNESS
W W L TRANSITION ] - ITEM DESCRIPTION ELEC
BOTTOM OF VALANCE 8. DENOTES 2 THICK EIFS
e vErs » B i e V349 | 1 |TACO BELL LETTERS 12" HIGH, WHITE, FLAT FACED — x| SONTRAGTOATE: Kok
P MANBULDNG WAL | 18 NBULOINGWALL | 3 [G) AR = V322 | 4 | TACO BELLBELL SIGN 4-10 1/2Wx 46 1/4'H X BUILDING TYPE: LIVE MAS LARGEGG
! “CRITICAL 3 : : T
§ o VARIES o A REQUIAED CLEAR OPENING WIDTH TO ENSURE COORDINATION WITH STANDARD V3@ || 2 " [TACO BELL LETTERS 18" HIGH, WHITE, FLAT FAGED PLAN VERSION: MARCH 05
P SIGNAGE/ BUILDING ELEMENTS DIMENSIONS. - SITE NUMBER: OG0
- _ _ K B N § = * REQUIRES ELECTRICAL CONNEGTION. SEE ELEGTRICAL PLANS. ) —_ i
| 1 T ey 7
SLAT WALL COLOR TRANSITION wu1s. | | EIFS THICKNESS COLOR TRANSITION nrs | G GENERAL NOTES F CANOPY AND BLDG. ACCENT SCHED. nis. E SIGN SCHEDULE n1s. | C
TACO BELL
J BUILDING SIGN, SEE SCOPE OF WORK. (98 GASMETER. DO NOT PANT. 4150 DIAL DAVE
! i - . Cg) DRIVETHRU WNCIW. SEE SHEETALO ANDH AL (16 WALL SHALL BE FINISHED PRIOR TO INSTALLATION OF SWITCHGEAR. COUNGIL BLUFFS, 1A
AREA MANUFACTURER COLOR ALTERNATE MFR. | ALTERNATE COLOR | CONTACT INFORMATION €87 ROOF BEYOND. i SCUPPER, COLLECTOR, AND VERTICAL DOWNSPOUT S MY, .
MAIN BUILDING COLOR SHERWINWILLIAMS | SW 6122 CAMEL BAGK: LOTUSAN NAOB-0011 gmw%&m'ghm 216-341-5558 X115 (PHONE), A STOREFRONT TYPICAL. " PAINTTO MATCH ADJACENT WALL.
= = SPLASH BLOCK.
WALL COLOR BEHJNCI SCREEN WALL SHEAWIN WILLIAMS SW 6831 -qsmns* EIFS CONTAGT: (5. DOUBLE DOOR. oM R — @
3 — : o RTU BEYOND. PAINT TO MATGH MAIN BUIL i3 ’
STO! CHUCK DUFFIN, 940-894.2002 (PHONE), 940-894-2095 (FAX), CDUFFIN@STOCORP.COM 6 SWITCH GEAR, PAINT TO MATCH WALL. L
ACCENT COLOR SHEFWINWILLANS | 54 2823 ROOKWOOD LAY LOmAN hade-0010 RESENTATIVE WILL IDENTIFY IF LOTUSAN PAINT WILL BE USED. BREAK METAL COVER OVER WOOD STUDS TO MATCH STOREFRONT, SEE 3.4 & 7/A6.1 F
A e
SLAT WALL AND VALANCE COLOR VENDOR W 7034 STATUS BRONZE' (EQUAL) {77 ARCHITECTURAL ALUMINUM AWNING BY VENDOR. HIGH IMPACT E.L F.S. WHERE SHOWN ON ELEVATIONS, TOP EXTENT AT 5-0°. SEE 2/A6.2,
= e e T (T : s Siiaianans {8 LIGHT SCONCE. ALIGN BOTTOM OF FIXTURE'S MOUNTING BRACKET WITH
PARAPET CAP COLOR DUROLAST MEDIUM BRONZE (FACTORY FINISM} SHERWINWILLAMS | SW 7069 TRON ORE* | DURQ-LAST:CURT JAFFEE, 800-356-6846 (PHONE), CJAFFE@DURO.LAST.COM B2 CEANGE IN EIFS THICKESS (CENTER OF BRACKET AT 9-2), SPLBSHBLOGH: LIVE MAS
- S : . BOLLARD. SEE CML FOR ALL LOGATIONS. LARGEE6
STONE WALL BORAL - VERSETTA STONE | TIGHT CUT - * PLUM CREEK® CORONADO: IDAHO DRY STACK, | VERSETTA STONE WALL: ASHLEY JOYCE, 770-645-4531 (PHONE) 8> DJT LANE SURFACE IS 6 BELOW THE FINISH FLOOR. =
CARMEL MOUNTAIN REFER TO GRADING & SITE PLAN. (240 EIFSTRANSITION. SEE DETAIL 7/A6.2 (SIM) EXTERIOR
CULTURED STONE | ALTEANATE: . e
i3 VENEER - FULLY CORONADO: 1-500-847-8663 107> 2'EIFS TO TERMINATE AT TOP OF WINDOW HEIGHT. PROVIDE 1*EIFS (250  EXTEND FRAMING FOR BUMP-QUT DOWN TO ROOF. USE DETALL 7/A6.2 FOR EIFS
GROUTED " ABOVE THAT POINT. SLOPE TRANSITION AWAY FROM BUILDING 1:12, TRANSITION. ELEVATIONS
s HOSE BIBB. SEE DETAIL 8/A6.2.
STOREFRONT WINDOWS 18D * DARK BRONZE® (A1) EIFS (TYP). SEE2& 4/A62.
(127 GALVANIZED METAL COPING. PAINT IN FIELD.
PIPE BOLLARDS STREET SMART YELLOW - 1/4 THCIK PLASTIC COVER (US POSTMAN COM) OR EQUAL 2
o (13 CO2FILLERVALVE & COVER, SEE DETAIL 5/A6.2 SIM,
PARAPET BACK ROOFING DUROLAST THE COLOR SHALL BE FAGTORY COLORED “TAN® EQUAL ALTERNATE ALLOWED, DURO-LAST: LEE COBB, 800-434-3876 (PHONE) S o
(14 EIFS REVEAL JOINT. [ ]
----- e PLOT DATE: 4.00-15

EXTERIOR FINISH SCHEDULE

KEY NOTES

CASE #PC-15-002 ATTACHMENT B
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SIGN SCHEDULE

SITE PLAN - NTS

13 - CUSTOM SLAT WALL AWNINGS
4 - 54" SWING BELLS

2 - CUSTOM 18" TACO BELL LETTERS
1-12"TACO BELL LETTERS

1-9' DRIVE THRU CANOPY

1 -DRIVE THRU PORTAL

1- ORDER POINT CANOPY

1 - DRIVE THRU MENU BOARD
1-P-93 PYLON SIGN @ 24' OAH

POPVWOPOO

25 TOTAL BUILDING ELEMENTS

Jj FEDERAL
1Y HEATH

SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76039
|817) 685-9077 [800) 527-9495
Fax [B817] 685-2103

Manufacturing Facililes:
Oceanside, CA - Euless, TX - Jacksonville, TX - Delaware, OH

Office Locations:
i Oceanside, CA - Las Vegas, NV - Laughlin, AZ
|| Idaho Falls, ID - Euless, TX - Jacksonville, TX - $an Antonio, TX
Houston, TX - Corpus Christi, TX - Indianapolis, IN
Louisvilie, KY - Knioxville, TN - Grafton, W1 - Delaware, OH
Willowbrook, IL - Tunica, MS - Atlanta, GA
Tampa, FL. - Daytona Beach, FL - Orfando, FL

Buliding Quallty Signage Since 1901

| Revisions:

1
2
3
4

6

| s Rep: MICHELLE BUSING

Project Manager: LARRY YEATS
Drawn By: J. CARPENTER

Project / Location:

TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, 1A 51501

| Undervriters @ ELECTRICAL TO USE UL LISTED
; COMPONENTS AND SHALL MEET
. @ Laberatories Inc. ALL N.E.C. STANDARDS

{ ECTRICAL SIGNS ARE TO COMPLY WITH U.L. 48 AND
AETICLE 600 OF THE N.E.C. STANDARDS. INCLUDIN
| THE PROPER GROUNDING AND BONDING OF ALL SIGNS.

| WARRANTY NOTICE

i Certan electrical components of signs will fal prematurely if not

shut-off for a pericd of tme, cnce, each day. For best performance,

we recommend that sgns be conneded (0 an automatic Eneigy

| Management sysiem. Time Glock or Photo Cell to control the dady

shut-off period. Fadure to folow these recommendations can cause

B damage to the signs’ electrical components and void the warranty:

| Some dimntng devices will adversely affect the elecuical components

N of the sign to wiich It is attached, causing Fallure, Ay dmming

| devices used on the sign without pricr consultation with
H|  Federal Heath Sign Co. wilvoid the waranty.

Y| Client Approval/Date;

| Landlord Approval/Date:

This orginal drawing is provided as part of a
planned project and is not to be exhibited, copied or
reproduced without the wiitten permission of
| Federal Heath Sign Company LLC or its
authorized agent. © FHSC
Colors Depicted In This Rendering May Not Match
Actual Material Finishes. Refer To Product Samples
|| For Exact Color Match.

| Job Number: 23-30599-10

Date: MARCH 31, 2015

Sheet Number: 1 of 1 ]

Design Number: ~ 23-30599-10




BSI_SII

19

I_'I 'I/ n

1

UII L 5I_]Ull i SI-'IUII

6!_5"

O

o 5|_]0|I 5|_ "
;Imm_ o __.E—'_ | l‘ ‘ m“ “ 2%555‘“’"“35/ Blocking behind wall by GC
- / —
=Y TAE® mELl 7
_——a e = oS
. ————F ———F |
s — — =-,—=——_—_m I
i 45"
’ _____________ ESNE T P S | EE— /IZI ,,,,,,,,,,,,, B
Qﬁﬁoﬁmm.a i — @
RIGHT SIDE ELEVATION . -
Q 0 L ]2!_9“ |
515 | 5150 5150 J 5.6 Blocking behind wall by GC
@ 2 Q — e
[ T
| T
Immmie) E
. || 2} o L e et |
LEFT SIDE ELEVATION
29!_]" @ 6
19-11/2" a
0 i 4| i I |1} E 1 " ] IIi
S S ‘—-bﬂ‘—-’ﬁ‘;.”‘—-*'/ PEN e Blocking behind wall by GC

Blocking behind wall by GC

g R S

¢ OB

L A —
SATTOM G VADRRCE
b
o

i

—— I

]
bt
C|
i
i

7
[BELLE

17-6"

|_— Blocking behind wall by GC

FRONT ELEVATION
Scale: 3/32" = 1-0"

QO

S —

QET. R eI
EFS THICRIESS
1RSI

ol

[0 p—

REAR ELEVATION
Scale: 3/32" = 10"

! Design Number:

rl FEDERAL

HEATH

SIGN COMPANY
www.FederalHeath.com
2300 North Highway 121
Euless, Texas 76039
[817) 685-2077 ([800) 527-9495
Fax (817) 685-2103

Manufacturing Facilities:
Oceanside, CA - Euless, TX - Jacksorwville, TX - Delaware, OH

Office Locations:
Oceanside, CA - Las Vegas, NV - Laughlin, AZ
Idaho Falls, ID - Euless, TX - Jacksonville, TX - San Antonio, TX.
Houston, TX - Corpus Christi, TX - Indlanapolis, IN
Loudsville, KY - Knoxville, TN - Gralton, Wi - Delaware, OH
Willowbrook, IL - Tunica, MS - Atlanta, GA
Tampa, FL - Daytona Beach, FL - Orlando, FL

| Bullding Quality Signage Since 1901

Revisions:

MICHELLE BUSING

Account Rep:

| Project Manager: LARRY YEATS
| Orawn gy J. CARPENTER
Project / Location;

iz
TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, IA 51501

ELECTRICAL TO USE UL LISTED
& @ Underwriters COMPONENTS AND SHALL MEET
3 Laboratorles Inc. ALL N.E.C. STANDARDS

ALL ELECTRICAL SIGNS ARE TO COMPLY WITH U.L. 48 AND
ARTICLE 600 OF THE N.E.C. STANDARDS, INCLUDING
THE FROFER GROUNDING AND BONDING OF ALL SIGNS.

WARRANTY NOTICE

Certain elecuical components of signs wil fal prematurely if not
shut-off for a period of time, once, each day. For best performance,

| we recommend that signs be connected (o an automatic Energy

Maragement system. Time Clock of Photo Cell to control the daiy
shut-off penod. Faiure to fofiow these recommendations can cause
damage [0 the signs’ electrical components and void the wamanty
Some dimming devices wil acversely affect the electical compenents
of the sign to which it is attached, causing fature, Any dmming
devices used on the sign without prior consultation with
Federal Heath Sign Co. will voud the warmanty.

Client Approval/Date:

Landlord Approval/Date:

This original drawing is provided as part of a
planned project and is not to be exhibited, copied or
reproduced without the written permission of
Federal Heath Sign Company LLC or its
authorized agent. © FHSC

Colors Depicted In This Rendering May Not Match
Actual Materlal Finishes. Refer To Preduct Samples

| For Exact Color Match.
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' FEDERAL
HEATH

SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76039
(817) 685-9077 [800) 527-9495
Fax (817) 685-9103

Manufacturing Fadilities:
Oceanside, CA - Euless, TX - Jacksonville, TX - Delaware, OH

Office Locatlons:
Oceanside, CA - Las Viegas, NV - Laughlin, AZ
Idaho Falls, ID - Euless, TX - Jacksonville, TX - San Antonlo, TX
Houston, TX - Corpus Christi, TX - Indianapolis, IN
Loursville, KY - Knoxville, TN - Grafton, W1 - Delaware, OH
Wiliovebrook, IL - Tunlca, MS - Atlanta, GA
Tampa, FL - Daytona Beach, FL - Orando, FL

Bullding Quality Signage Since 1901

Revisions:

Account Rep: MICHELLE BUSING

Project Manager: LARRY YEATS
Drawn By: J. CARPENTER

Praject / Location:

TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, 1A 51501

i ELECTRICAL TO USE U.L. LISTED
Ot (F) SRF IS
oratories Inc. ALL N.E.C. STANDARDS
ALLELECTRICALSIGNS ARE TO COMPLY WITH U.L. 48 AND
ART Clﬁ 600 OF THE N.E.C. STANDARDS, INCLUDING
THE FROFER GROUNDING AND BONDING OF ALL SIGNS.

WARRANTY NOTICE

Certan electical components of signs wil fal prematurely if not
shut-off for a pericd of time, once, each day. For best performance,
we recommend that signs be connected to an automatic Enengy
Management system. Time Clock of Photo Celf to control the dady
shut-off period. Fadure to fofiow these recommendations (an cause
damage to the signs’ eiectrical components and void the warranty
Some dimming devices wil adversely affect the elecuical components
of the sign o which It & attached, causing fafure.  Any dimming
devices used ©n the sign without pror consultation with
Federal Heath Sign Co. will void the wananty.

Client Approval/Date:

Landlord Approval/Date:

This original drawing is provided as part of a
planned project and is not to be exhibited, copied or
reproduced without the written permission of
Federal Heath Sign Company LLC or its
authorized agent. @ FHSC

Colors Depicted In This Rendering May Not Match
Actual Material Finishes. Refer To Product Samples
For Exact Color Match.
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SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76039
[817) 685-9077 ([800) 527-9495
Fax [817) 685-2103

AREA = 22.166 SQ./FT.

" i Manufacturing Faciliies:
4-101/2 Oceanside, CA - Eutess, TX - Jacksonville, TX - Defaware, OH

Office Locations:
Oceanside, CA - Las Vegas, NV - Laughlin, AZ
Idahao Fals, 1D - Euless, TX - Jacksonville, TX - San Antonio, TX
Houston, TX - Corpus Christi, TX - Indianapolis, IN
Louisvilie, KY - Knoxvilie, TN - Grafton, Wi - Delaware, OH
Wilowbrook, IL - Tunica, MS - Atlanta, GA
Tampa, FL - Daytona Beach, FL - Orlando, FL

2'-9 1/2" CTRS.
[ - 1'-10 1/2" ,i" 11 '

SLOAN LONG WHITE LED MODULES

T (e4UNITS)

Bullding Quality Signage Since 1901

MAGENTA VINYL (vVQ4154)
7/16"8 MOUNTING Revisions:

#7328 WHITE ACRYLIC FACE HOLE {TYP:) i

(SHOW THRU) ,

PURPLE VINYL (363026-9131) :

4

S 5

o 6
E 3_' Account Rep: MICHELLE BUSING

Project Manager: LARRY YEATS

Drawn By: J. CARPENTER

Project / Location:

WIRING HOLE

YELLOW VINYL (vQ 4077)

TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, IA 51501

TACO BELL RETURN & TRIMCAP COLORS
Bl Spraylat 20B-4740 Purple

¢) FORMED FACE CHANNEL SWINGING BELL

LED LIGHTING LAYOUT

Purple Aluminum Letier Returns [
with White Interior Finish ' Laborden Inc.. SN L T

ALLELECTRICALSIGHS ARE TO COMPLY WITH U.L. 48 AND
.E.C. STANDARDS, INCLUDING

SCALE: %" =1"0"

PART NO: TB1045CS.0SBLD
UFPC NO:
EST NO: 58140117

DEDICATED CIRCUITS
One 120v - 20 Amp Circuit Req’d (1 AMP)

ALL BRANCH CIRCUITS SHALL BE DEDICATED T0
SIGNS(INCLUDING GROUND AND NEUTRAL) AND
SHALL NOT BE SHARED WITH OTHER LOADS

L.ED Modules —— =

Building Wall

Formed Capover 3/16" Acrylic Faces ——

.063 Aluminum Letter Backs

Non-Corrroisve
Type Mounting Hardware
Appropriate for Wall Material-

By Installer
(Three Min. Per Letter) '
Y4" Drain

Hole

14 AWL Wire Whip Out Buck of Letter- ARTICLE w00 or Tu NLEC. STANDARO, INCLUGING

Installer to Hook-up to Power Supply
(Al Wall Penetrations to be Sealed w/ Silicone)

—— 22 Ga Metal Transformer Box

n/‘

ﬁq—— Booted Toggle Switch on Box
&\ —e—— 120v/12vdc Power Supply

[/

( Mount In Dry Area Only)

AL

2" @ Metal Pass-Thru In Wall For Supply Leads
(By Installer)

< Electrical To Power Supply In

Flexible Conduit (by Installer)
J-Box And Final Primary Hook-up
By G.C. Electrician.

< Primary to Sign Location By G.C_ Electrician

(120v-20 amp circuit)

SECTION DETAIL - LED ILLUMINATED BELL

WARRANTY NOTICE
Certan elecuical components of sgns wil fal prematurely if not
shut-off for a perod of time, cnce, each day. For best performance,
WEe [BCOMMENd that sgns be connected to an automnatic Energy
Management system. Time Clock or Photo Cell to control the daly
shut-off perfod. Fadure to foliow these recommendations can cause
damage to the signs’ electrical ts and vold the waranty:
Some dmming devices wil adversely alfect the electical components
of the sign to which it is attached causing falure. Ay dmming
devices used on the sign without prior consultation weith
Fedleral Heath Sign Co. will void the warranty.

Client Approval/Date:

Landlord Approval/Date:

This original drawing is provided as part of a
planned project and is not to be exhibited, copied or
reproduced without the written permission of
Federal Heath Sign Company LLC or its
authorized agent. © FHSC

Colors Depicted In This Rendering May Not Match
Actual Material Finishes. Refer To Product Samples
For Exact Color Match.

23-30599-10

Job Number:

Date: MARCH 31, 2015

Sheet Number: 4 o 11

Design Number: 23-30599-10




| AREA = 28.68 SQ./FT.

| NON-STANDARD |

19-11/2"

WHITE ACRYLIC FACES/WHITE RETURNS

e J—

RACEWAY REQUIRED BEHIND WALL

@ INDIVIDUAL CHANNEL LETTERS
SCALE: 1/2"=1"-0"

%
LY

5

electrival

DEDICATED CIRCUITS
One 120v - 20 Amp Circuit Reg’d (1 AMP)

ALL BRANCH CIRCUITS SHALL BE DEDICATED TO
SIGNS(INCLUDING GROUND AND NEUTRAL) AND
SHALL NOT BE SHARED WITH OTHER LOADS

LOW VOLTAGE L.E.D. LIGHTING SYSTEM

U.L. LISTED CLASS 2 - CONFORMS TO U.L. 48 & NEC 600 CODE

Aluminum Letter Returns 5
w/ White Exterior/Interior Finish 0 |
- . 14 AWL Wire Whip Out Back of Letter-
White Trim Cap Refainer = 5 Installer to Hook-up to Power Supply
i (Al Wall Penetrations fo be Sealed w/ Silicone)
White L.E.D Modules ——— i
— Alum. Raceway Behind Wall
Fascia Wall / 1 Booted Toggle Switch on Box

3/16" White Acrylic Faces — |

.063 Aluminum Letter Backs

3/8"8 Non-Corrosive !
e |

Type Mounting Hardware
Appropriate for Wall Material- -

By Installer
(Three Min. Per Letter) ?
4" Drain

Hole

—~—— 120v/12vdc Power Supply
£ ( Mount In Dry Area Only)

e—_|

T V2" @ Metal Pass-Thru In Wall For Supply Leads
(By Installer)

= Fledtrical To Power Supply In
Flexible Conduit (by Installer)
J-Box And Final Primary Hook-up

%n By G.C. Electrician.

Primary fo Sign Location By G.C. Electrician
(120v-20 omp circuit)

SECTION DETAIL - LED ILLUMINATED WALL LETTERS

r FEDERAL
HEATH

SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76039
[817) 685-9077 [800) 527-9495
Fax [817) 685-9103

Manufacturing Facilites:
Oceanside, CA - Euless, TX - Jacksorville, TX - Delaware, OH

Office Locations:
Oceanside, CA - Las Vegas, NV - Laughlin, AZ
Idzho Falls, ID - Euless, TX - Jacksonville, TX - $an Antonio, TX
Houston, TX - Corpus Christ, TX - Indianapols, IN
Lowisville, KY - Knoxville, TN - Graften, Wi - Delaware, OH
Willowbrook, IL - Tunica, MS - Atanta, GA
Tampa, FL - Daytona Beach. FL - Orlando, FL

Buliding Quality Signage Since 1901

Revisions:

Account Rep: MKHELLE BUSING

Project Manager: LARRY YEATS
Drawn By: J CARPENTER

Project / Location:

]
TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, IA 51501

ELECTRICAL TO USE UL USTED
@ Undderseline @ COMPONENTS AND SHALL MEET
Laboralorles Inc. ALL N.E.C. STANDARDS

ALL ELECTRICAL SIGNS ARE TO COMPLY WITH U.L. 48 AND
ARTICLE 600 OF THE N.E.C. STANDARDS. INCLUDING
THE FROPER GROUNDING AND BONDING OF ALL SIGNS.

WARRANTY NOTICE
Ceitan elecical components of sgns will fal prematurely if not
shut-off for a period of time, once, each day. For best performance,
we recommend that signs be connected (0 an automatic Energy
Management system. Time Clock or Photo Ced to control the daly
shut-off period. Fadure to followe these recommendations c2n cause
damage to the signs’ electrical components and void the warmanty
Some dimming devices will ackersely affect the electrical compenents
of the sign to which It Is attached, causing falure. Any dmming
devices used on Lhe sign withoutl prior consuktation with
Federal Heath Sign Co., vl void the warranty.

Client Approval/Date:

Landlord Approval/Date:

This original drawing is provided as part of a
planned project and is not to be exhibited, copied or
reproduced without the written permission of
Federal Heath Sign Company LLC or its
authorized agent. © FHSC

Colors Depicted In This Rendering May Not Match
Actual Material Finishes. Refer To Product Samples
For Exact Color Match.
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AREA = 12.75 SQ./FT.

— 10" —=

SCALE: %"=1"-0"

I

i
ul
~

Jel
(13) UNITS

(9) unrrs\
MOUNTING HOLE ~ WIRING HOLE

(Tre.) (TvP.)

LED LIGHTING LAYOUT
SCALE: %4"=1-0"

PART NO: TB4012LD.0ID

@ INDIVIDUAL CHANNEL LETTERS

(10) UNITS

12!_9”

[AREA = 12.75 SQ/FT.]

(15) UNITS

WHITE ACRYLIC FACES/WHITE RETURNS

RACEWAY REQUIRED BEHIND WALL

—_ DEDICATED CIRCUITS

One 120v - 20 Amp Circuit Req’d (1 AMP)

ALL BRANCH CIRCUITS SHALL BE DEDICATED TO
SIGNS(INCLUDING GROUND AND NEUTRAL) AND
SHALL NOT BE SHARED WITH OTHER LOADS

(o]
b e by

—=—/

(18) UNITS

(13) UNITS

(9) uNITS (9) UNITS

LOW VOLTAGE L.E.D. LIGHTING SYSTEM
U.L. LISTED CLASS 2 - CONFORMS TO U.L. 48 & NEC 600 CODE

14 AWL Wire Whip Out Back of Letter-
Installer to Hook-up to Power Supply
(All Wall Penetrations to be Sealed w/ Silicone)

White Trim Cap Retainer \ \ i

White L.E.D Modules ——}—~ '%
I —~— Alum. Raceway Behind Wall
Fascia Wall / () <L Booted Toggle Switch on Box
3/16" White Acrylic Faces 7 &\ —~—— 120v/12vdc Power Supply
, ( Mount In Dry Area Only)
1063 Aluminum Letter Backs ¥2" @ Metal Pass-Thru In Wall For Supply Leads
(By Installer)
<« Flectrical To Power Supply In
; Flexible Conduit (by Installer)
3/8"@ Non-Corrosive ‘ J-Box And Final Primary Hook-up
Type Mounting Hurdwure\ By G.C. Electrician.

Appropriate for Wall Material-

By Installer
(Three Min. Per Letter) ’
Y4" Drain

Hole

SECTION DETAIL - LED ILLUMINATED WALL LETTERS

(120v-20 amp cirguit)

li— Primary to Sign Location By G.C. Electrician

Ji FERERAL

HEATH

SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76039
[817) 685-9077 [800) 527-9495
Fax [817) 685-2103

|
| 2
3

| Project Manager:

Manufacturing Fadilities:
‘Oceanside, CA - Euless, TX - Jacksonville, TX - Delaware, OH

Office Locations:
Oceanside, CA - Las Vegas, NV - Laughlin, AZ
Idaho Falls, ID - Euless, TX - Jacksonwville, TX - $an Antonilo, TX
Houston, TX - Corpus Christi, TX - Indlanapolis, IN
Louisville, KY - Knoxvilie, TN - Grafton, W1 - Defaware, OH
Villowbrook. IL - Tunica, MS - Atlanta, GA
Tampa, AL - Daytona Beach, FL - Orlando, FL.

Buliding Quality Signage Since 1901

Revisions:

MICHELLE BUSING

LARRY YEATS
J. CARPENTER

Account Rep:

Drawn By:

Project / Location:

]
TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, 1A 51501

i ELECTRICAL TO USE U.L. USTED
@ Undenwriters @ COMPONENTS AND SHALL MEET
: Laboratories Inc. ALL N.E.C. STANDARDS

ALLELECTRICAL SIGNS ARE TO COMPLY WITH U.L. 48 AND
ARTICLE 600 OF THE N.E.C. STANDARDS, INCLUDING
THE PROPER GROUNDING AND BONDING OF ALL SIGNS.

WARRANTY NOTICE
Certain glectrical components of signs wil fal prematurely if not
shut-off for a period of time, cnce, each day. For best performance,
we recommend that £gns be connedted (0 an automatic Eneigy

| Management system Time Ciock of Photo Cell Lo control the daly

shut-off period. Faiure to foow these recommendations can cause
damage to the signs” clectrical compenents and vold the warranty
Some dimiTEng devices will achversely affect the electiical components
of the sign to which it Is attached, causing fabue. Any dmming

devices used on the sign without prior consultation with
| Federal Heath Sign Co. wil void the swarranty.

| Client Approval/Date:

Landlord Approval/Date:

| This original drawing is provided as part of a
| planned project and Is not to be exhibited, copied or

reproduced without the written permission of
Federal Heath Sign Company LLC or its
authorized agent. © FHSC

| Colors Depicted In This Rendering May Not Match

Actual Material Finishes. Refer To Product Samples

For Exact Color Match.

| Job Number: 23-30599-10

Date: MARCH 31, 2015
| sheetNumper: 6 of 11
| Design Number: ~ 23-30599-10




HiEari"

SIGN COMPANY

www.FederalHeath.com

iU BiE TB DRIVE THRU CANOPY- 9'-0 X 4'-0" X
hardware is provided by installer due to unknown wall conditions

.090 ALUMINUM
BOTTOM

2300 North Highway 121
Euless, Texas 76039
{817) 685-9077 (800) 527-9495
Fax (817] 685-9103

Manufacturing Fadlities:
Oceanside, CA - Euless, TX - Jacksonville, TX - Delaware, OH

DISCONNECT SWITCH
Office Locations;

Oceanside, CA - Las Vegas, NV - Laughlin, AZ
Idaho Falls, ID - Eufess, TX - Jacksonville, TX - San Antonlo, TX
Houston, TX - Corpus Christi, TX - Indianapolis, IN
Louisville, KY - Knoxville, TN - Grafton, W1 - Delaware, OH
Willowbrook, IL - Tunlca, MS - Atlanta, GA
Tampa, FL - Daytona Beach, FL - Orlando, FL

2x4 HANDY—BOX
/ELECTRICAL ENTRANCE

108"

Bullding Quality Signage Since 1901

Revisions:

||
ol ______

LIQUID TIGHT
CONDUIT

24”

24"

D)

/

6 7/8" CEILING
OPENING 60" 24"

12"

Account Rep: MICHELLE BUSING

Project Manager: LARRY YEATS
Drawn By: J. CARPENTER

Project / Location:

RECESSED DOWNLIGHTING FIXTURES
6" UNIVERSAL INCANDESCENT
(75 WATT, 120V)

BOTTOM ELECTRICAL DETAIL

|
TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, 1A 51501

9!_0“ e

/—WALL
ST PLATE 1/4"%8%8" -
\ / g) A7I:M'o" ffl/z'ﬁoal/&

Ik | ' ey
: — A;g; 7 N\ gogrn,

MOUNTING PLATE DETAIL
SCALE: N.T.S.

-
o

21/2"

Undenwriters ELECTRICAL TO USE U.L USTED
@ ; COMPONENTS AND SHALL MEET
Laboratories Inc. ALL N.E.C. STANDARDS
ALLELECTRICALSIGNS ARE TO COMPLY WITH U.L. 48 AND
ARTICLE 600 OF THE N.E.C. STANDARDS. INCLUDING
THE PROFER GROUNDING AND BONDING OF ALL SIGNS,

WARRANTY NOTICE
Certain electiical components of signs wil fal prematurely if not
shut-off for a pericd of time, once, each day. For best performance,
WE recommend that signs be connected to an auwmatic Energy
Management system. Time Cock of Fhoto Cell 1o control the daidy
shut-off period. Fadure to foflow these recommendatons can cause
damage to the signs’ eiectrical components and void the warranty
Some dmming davices wil adversely affect the elecrical components
of the sign to which it is attached, causing faure.  Any dimming
devices used on the sign without prior consultation veth
Federal Heath Sign Co. wall void the wanianty.

#1" THREADED ROD x 12° LG

= —71
~e I I | I I | = i=
: N 41 3/8" (ADJUST 36" TO 48%) "
12 N2 \
ai 3"x3"x3/16" ALUM ANGLE

Client Approval/Date:

Landlord Approval/Date:
\ (4) 2" LG ON CHANNELS —_—,— =
#1°x12" TURNBUCKLE ASSENBLY ~ JAW & JAW is orginal drawing is provided as part of a
FRONT FILLER DETAIL REMOVABLE 127 TAKE UP — RATED GAPACTY 9300185 planned project and Is not to be exhibited, copied or
SIDE FILLER SECTION ACCESS PANEL : ; b
SCALE: 0'-D 3/4"=1'-0" reproduced without the written permission of
: TURNBUCKLE COMPONENT ASSEMBLY Federal Heath Sign Company LLC or its
SIGN SPECIFICATIONS: authorized agent. © FHSC
S Colors Depicted In This Rendering May Not Match
SIGN SIZE: 2
AREA ... CLOSED RECTANGLE 36.0 SQ.FT. ‘;\;:“Ei';fégig m’:::fs' KEfeETo Pt eraamples
APPROXIVATE TiEiGHT - 160 L EST. NO: 50-01156-71
| ... 160 LBS = B0- - :
DESIGNED WINDLOAD ... 110 MPH (3-SEC. GUST EXPOSURE C) " * Job Number: 23'30599']{]
DESIGNED FOR GROUND SNOW LOAD .. 20PSF
COMPLIENT w/ NATIONAL BUILDING COLORS:
CODES & STANDARDS Ea—— Date: MARCH 3], 20]5
(IBC, UBC, BOCA, AISC, ASCE7, ACI, :
& ALUM. DSGN. MANUAL) TB BRONZE TO MATCH TIGER DRYLAC 49-66230 C—33 (LACRYL B20-4694)

Sheet Number: 7 Of ”

Design Number: 23-30599-10




TBYEVPOR.10
1 REQUIRED

JTION PORTAL

SEE ENGINEERING DETAIL DRAWING
FOR FOUNDATION REQUIREMENTS

10-0°

5.0"

11'-10 13/16”

9'-4 9/16"

82"

9-0" Don'tRing Your B On Thisl D

B

A
ALUMINUM BASE/
KICK PLATE

GRADE

S

ADJUSTABLE MOUNTING PLATE
& HINGE ASSEMBLY

TOP VIEW

8-6" (LOWEST MOUNTING POINT)
92" (HIGHTEST MOUNTING POINT}

¢ FRONT ELEVATION

f— 120" —>[

( : )CAHINET DETAIL

s

hd e

SR

= ( : )BASE PLATE DETAIL

DESIGN PARAMETERS:

+ Structural adequacy shall be the manufacturer's
responsibility using the following criteria:

110 mph wind speed 3-second gust-Exposure C.

300 PSF per foot of depth allowable lateral soil bearing pressure.
Compliant with lates! edition national building codes and standards
(IBC, AISC, ASCE 7, ACI & Aluminum Design Manual)

Refer to written documentation for material specifications

TB EVOLUTION DT PORTAL

.125 Polycarbonate base with screened decoration second surface
118" Aluminum formed bell mounted to face

6"x6°x3/16" Steel tube column

Adjustable mounting plate and hinge assembly for clearnace bar
4" PVC tube sleeved over 2'x3" steel tube for clearance bar
Removable shroud for install - bottom “kick plate”

Aluminum cladding close off -~ end panel

GRAPHIC & COLOR SPECIFICATIONS:
COLOR

TB Bronze Tiger Drylac 49-66230 C33
Plum PMS 2685U

Amber Wave SW-6657 PMS 138U
PMS 131U

PMS 139U

Yellow PMS 108U

Pantone Process Magenta U
Pantone Violet U

Pantone Black

0000eene

HiEari "

SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76039
(817) 685-9077 [B0O) 527-9495
Fax (817] 685-9103

Manufacturing Facilities:
Oceanside, CA - Euless, TX - Jacksonville, TX - Delaveare, OH

Office Locations:
Oceanside, CA - Las Vegas, NV - Laughiin, AZ
Idaho Falls, ID - Euless, TX - Jacksonvilie, TX - San Antonlo, TX
Houston, TX - Corpus Christl, TX - Indiznapolis, IN
Louisville, KY - Knoxville, TN - Grafton, W1 - Defaware, OH
Willowbrook, IL - Tunica, MS - Atfanta, GA
Tampa, FL - Daytona Beach, FL - Oriando, FL

Bullding Quality Signage Since 1901

Revisions:

2

3

MICHELLE BUSING

Account Rep:

Project Manager: LARRY YEATS
Drawn By: J. CARPENTER

Project / Location:

TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, 1A 51501

i ELECTRICAL TO USE U.L LSTED
@ E:derw flers @ COMPONENTS AND SHALL MEET
boratorles Inc. ALL N.E.C. STANDARDS

ALL ELECTRICAL SIGNS ARE TO COMPLY WITH U.L, 48 AND
ARTICLE 600 OF THE N.E.C. STANDARDS. INCLUDING
THE PROFER GROUNDING AND BONDING OF ALL SIGNS.

WARRANTY NOTICE
Cetain electrical components of signs wil fal prematurely if not
shut-off for a period of time, ence, each day. For best performance,
we recommend that signs be connected @ an automatic Energy
Management system Time Clock of Photo Ced Lo conrod the daly
shut-off pericd. Fadure to oo these recommendatons (an cause
damage to the signs’ clectrical compenents and void the warranty
Some dimming devices wifl acversely affect the elecrical components
of the sign to which I ks attached, causing faiuie.  Ary dmming
devices used on Ihe sign without priof consultation wdith
Federal Heath Sign Co. wi void the wananty.

Client Approval/Date:

Landlord Approval/Date:

This original drawing is provided as part of a
planned project and fs not to be exhibited, copied or
reproduced without the written permission of
Federal Heath Sign Company LLC or its
authorized agent. © FHSC

Colors Depicted In This Rendering May Not Match
Actual Material Finishes. Refer To Product Samples
For Exact Color Match.
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TBYEVOPC.12 et
1 REQUIRED | &

FOR 1%9 ANCHOR ROD (TYP.)

1™ ¥
B vz'«][Fe- Ly 12
JOROT MUN, BAFTLE *
T 1 1/8"8 HOLE
OGP & 4
P Sd

4-67/8"

x
70w METAL
HALIDE
FLOOD LIGHTS
o § i o
SEE ENGINEERING DETAIL DRAWING i
FOR FOUNDATION REQUIREMENTS —_—

() FRONT ELEVATION

120V-20 AMP CIRCUIT ELECTRICAL PRIMARY TO SIGN LOCATION AND THE FINAL HOOK-UP
10 BE BY CUSTOMER'S CERTIFIED ELECTRICIAN. NUMBER OF CIRCUITS REQUIRED PER
SIGN TO BE PER FEDERAL HEATH SIGN ENGINEERING SPECIFICATIONS AND REQUIREMENTS.

ALL SIGNS TO COMPLY WITH U.L. 48 REQUIRMENTS AND ARTICLE 600 OF THE
N.E.C, AND ALSO MEET ANY STATE AND LOCAL CODE REQUIREMENTS.

ALL BRANCH CIRCUITS, INCLUDING GROUND AND NEUTRAL, TO BE §
DEDICATED TO SIGNS ONLY-AND NOT SHARED WITH OTHER LOADS. §

5 Rl Wl R
I 05 M 00 AP L 1/4]
J 0 HOLD FAGE D =T 1/4]

— Fese h ol &) PR

( : )CQINET DETAIL = ( : )BASE PLATE DETAIL
CANOPY TOP VIEW
T—G’-‘I 11 5.’32"4—[
6-11 15/32°

7-3 316"

46 7 —-L

DESIGN PARAMETERS:

+ Structural adequacy shall be the manufacturer’s
responsibility using the following criteria:

+ 110 mph wind speed 3-second gust-Exposure C.

+ 300 PSF per foot of depth allowable lateral soll bearing pressure.

Compliant with latest edition national building codes and standards

(IBC, AISC, ASCE 7, ACI & Aluminum Design Manual)

Refer fo wrilten documentalion for material specifications

TB EVOLUTION DT CANOPY

.125 Polycarbonate base with screened decoralion second surface
1/8" Aluminum formed bell mounled lo face

6°%6°%1/4" Steel tube column

4"x4°x1/4" Steel tube horizontal canopy support

.063 Aluminum canopy deck

114" Steel rib plates - rafters

Removable shroud for install - bottom “kick plate”

Aluminum cladding close off - end panel

Electrical:
Lamps: (2) Flood lights - 70w Metal Halide
Circuits: (1) 20 amp circuils 60 HZ - UL 48 & NEC compliant

GRAPHIC & COLOR SPECIFIGATIONS:
COLOR

@ TB Bronze Tiger Drylac 49-66230 G33
@ Amber Wave SW-6657 PMS 138U
@ PMS 131U
@ PMs 130V

@ PlumPMS 26850

® White Matte

HiEari "

SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76037
[817) 685-9077 (800} 527-9495
Fax [817) 685-2103

Manufacturing Facdilitles:
Oceanside, CA - Euless, TX - Jacksonville, TX - Defaware, OH

Office Locations:
Oceanside, CA - Las Viegas, NV - Laughlin, AZ
Idaho Falls, ID - Euless, TX - Jacksonville, TX - San Antonio, TX
Houston, TX - Corpus Christi, TX - Indianapelis, IN
Louisville, KY - Knoxville, TN - Grafton, Wi - Delaware, OH
Willowbrook, IL - Tunica, MS - Atlanta, GA
Tampa, FL - Daytona Beach. FL - Orlando. FL

Bullding Quality Signage Since 1901

Revisions:

1

2

3

Account Rep: MICHELLE BUSING

Project Manager: LARRY YEATS
Drawn By: J EARPENTER

Project / Location:

TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, 1A 51501

ELECTRICAL TO USE U.L USTED
@ Underaiiters @ COMPONENTS AND SHALL MEET
Laboratorles Inc. ALL N.E.C. STANDARDS

ALL ELECTRICAL SIGNS ARE TO COMPLY WITH U.L. 48 AND
ARTICLE 600 OF THE N.E.C. STANDARDS, INCLUDING
THE FROFER GROUNDING AND BONDING OF ALL SIGNS,

WARRANTY NOTICE
Certan electrical components of signs will fail prematurely f not
shut-off for 3 period of time, cnce, each day. For best performance,
we recommend hat signs be connected o an automatic Eneigy
Management system. Time Clock or Photo Cell to control the dady
shut-off period. Fadure to foflow these recommendations can cause
damage to the signs” elkectrical compenents and void the warranty
Some dimming devices vif achersely affect the electical components
of the sign to which it is attached, causing falure. Any dmming
devices used on the sign without prior consultation wvedth
Federal Heath Sign Co. wil void the warranty.

Client Approval/Date:

Landlord Approval/Date:

This original drawing is provided as part of a
planned project and is not to be exhibited. copied or
reproduced without the written permission of
Federal Heath Sign Company LLC or its
authorized agent, © FHSC

Colors Depicted In This Rendering May Not Match
Actual Material Finishes. Refer To Product Samples
For Exact Color Match.

Job Number: 23-30599-]0

Date: MARCH 31, 2015

Sheet Number: 9 of 11

Design Number: 23-30599-10
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51"
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() FRONT ELEVATION

120V-20 AMP CIRCUIT ELECTRICAL PRIMARY TO SIGN LOCATION AND THE FINAL HOOK-UP |
T0 BE BY CUSTOMER'S CERTIFIED ELECTRICIAN. NUMBER OF CIRCUITS REQUIRED PER §
SIGN TO BE PER FEDERAL HEATH SIGN ENGINEERING SPECIFICATIONS AND REQUIREMENTS. §

ALL SIGNS TO COMPLY WITH U.L. 48 REQUIRMENTS AND ARTICLE 600 OF THE |
N.E.C, AND ALSO MEET ANY STATE AND LOCAL CODE REQUIREMENTS. §

ALL BRANCH CIRCUITS, INCLUDING GROUND AND NEUTRAL, TO BE
DEDICATED TO SIGNS ONLY AND NOT SHARED WITH OTHER LOADS.

SIDE VIEW
SCALE; 1/2°=1"-0"

SIGN SPECIFICATIONS

Matorials
« Face: 150 818 Plycarpann
* Face:, ]
Aoooss

» Open doors & remave panais

osqumdi 66.5 Sq.Ft.
*» 850 Ibs. Crated
Wind Load
= 50 PSF, 110 MPH wind speed 3 sacond gust -
exposurs .

Eimmu 36" 41 10) F032/741 48" 4100K
F040/741 60" l‘lgg’!(“ 9

Bscimlcbdlnho 58 amps each
Electronic ballast @ .17 amps
Electronic baliasts @ 1,15 amps

© 4,00 Amps @ 120 VAC
(1) 15 Amp olcult, 60 Hz UL 48 & NEC Compllant
COLOR SPECIFICATIONS

Intertor: Mill Finish
I: Cabinol:Tiger Drylac 40/66230-33 Bronzo
nuon & Mulllons; Bfwk

hru
0"9 -33 Bmm

i FERERAL
\ HEATH

SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76039
|817) 685-9077 [800) 527-9495
Fax [817) 685-9103

Manufacturing Facilitles:
Oceanside, CA - Euless, TX - Jacksonville, TX - Delaware, OH

‘Office Locatlons:
Oceanside, CA - Las Vegas, NV - Laughlin, AZ
IHdaho Falls, ID - Euless, TX - Jacksonville, TX - San Antonio, TX
Houston, X - Corpus Chirist, TX - Indianapolis, IN
Louisvilie, KY - Knoxville, TN - Grafton, W1 - Delaware, OH
Willewbrook, IL - Tunica, MS - Atlanta, GA
Tampa, FL - Daytona Beach, FL - Orlando, FL

Bullding Quality Signage Since 1901

Revisions:

2

3

4

5

<]

Account Rep: MICHELLE BUSING

Project Manager: LARRY YEATS
Drawn By: J. CARPENTER

Project / Location:

TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, 1A 51501

Undenwriters ELECTRICAL TO USE U.L USTED
@ COMPONENTS AND SHALL MEET
Laboratorles Inc. ALL N.E.C. STANDARDS
ALL ELECTRICAL $IGNS ARE TO COMPLY WiTH U.L. 48 AND
ARTICLE 600 OF THE N.E.C. STANDARDS, INCLUDING
THE FROFER GROUNDING AND BONDING OF ALL SIGNS.

WARRANTY NOTICE
Certain elecuical components of signs will fal prematurely if not
shut-off for & period of time, cnce, each day. For best performance,
We recommend that signs be connected (o an automatic Eneigy
Management system. Time Clock or Photo Cell to control the dady
shue-off penod. Fasue to follow these recommendations can cause
damage to the signs” elearical compenents and void the warranty:
Some chimiming devices wil adversely affect the electical components
of tie sign o which it b attached, causing faiue. Any dmming
devices used on the sign without prior consultation with
Fedfetal Heath Sign Co. wil void the warranty.

Client Approval/Date:

Landlord Approval/Date:

This original drawing is provided as part of a
planned project and is not to be exhibited, copied or
reproduced without the written permission of
Federal Heath Sign Company LLC or its
authorized agent. © FHSC

Colors Depicted In This Rendering May Not Match
Actual Material Finishes. Refer To Product Samples
For Exact Color Match.
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Sheet Number: 10 ot 11
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1 REQUIRED |

g-1" 5
]_.__‘

B

TACO
BELL

Breakfast

12-313/16"

240"

STEEL PLATE WITH
(4) A325 BOLTS

TUBULAR STEEL SUPPORT

17-8 1/4"

& D/F PYLON SIGN ELEVATION
SCALE: 114" = 1'q"

GN P-03-BF

DESIGN PARAMETERS:
* 110 mph wind speed 3-second gust-Exposure C.
* 300 PSF per foot of depth allowable lateral soil bearing pressure.
¢ Compliant with pational building codes and standards
(IBC, UBC, BOCA, AISC, ASCE 7. ACI & Alurminum Design Manual)

* Refer to written documentation for material specification details

TB-P93 - DFTACO BELL PYLON CABINET Sq. Ft: 93.0

¢ Extruded aluminum frame, 10" deep with 2" retainer.

o Aluminum painted fillers

* 187 Pan formed and embossed SG polycarbonate with retention strips
* Hingeable access

* Approximate weight: 600 Ibs.

E::;;issc:ﬂl-' (8) F96T12DSGNSO/HO

(2) U-Lamp U9-72T12DSGN50/HO

(2) U-Lamp U9-96T12DSGN50/HO
Ballast: (2) 6 Lamp electronic ballast (2.5 amps each)
Amp Load: 5.0 amps/120 volts
Circuits: (1) 20 amp circuits 60 HZ - UL 48 & NEC compliant
TACO BELL COLORS  VINYL PAINT

Yellow VQ4077 L8-7836

BN Magenta 3632G-1450 L8-7837
B Purple 3632G-9131 L8-7917
(1 White Face L8-3124
E== Purple Paint MP80288

Y

el%k

SECTIONA-A
' -y |- A3 PLATE
I 11 1 10 yzxasRr
TU /9174‘]7<
2= -
gj% B TS 10610:3/8
o= L]
F =a
l
Lo o
- 7/8" DIA. HOLE
2 ELECTRICAL /. RrEmiiE
ACCESS HOLE
PARTICULAR CARE SHALL BE TAKEN TO PROVIDE SUFFICIENT PREHEAT OF THE
THICKER ELEMENT FOR THE SOUNDNESS OF THE WELD. OTHERWISE, USE 5/16° MIN. WELD.

120V-20 AMP CIRCUIT ELECTRICAL PRIMARY TO SIGN LOCATION AND THE FINAL HOOK-UP
T0 BE BY CUSTOMER'S CERTIFIED ELECTRICIAN. NUMBER OF CIRCUITS REQUIRED PER {
SIGN TO BE PER FEDERAL HEATH SIGN ENGINEERING SPECIFICATIONS AND REQUIREMENTS. |

ALL SIGNS TO COMPLY WITH U.L. 48 REQUIRMENTS AND ARTICLE 600 OF THE
N.E.C, AND ALSO MEET ANY STATE AND LOCAL CODE REQUIREMENTS. f

ALL BRANCH CIRCUITS, INCLUDING GROUND AND NEUTRAL, TO BE §
DEDICATED TO SIGNS ONLY AND NOT SHARED WITH OTHER LOADS. |

STANDARD INSTALL IS TO BE DIRECT PIPE EMBEDMENT

INTO CONCRETE FOOTING PER FH ENGINEERING SPECS.

r FEDERAL
HEATH

SIGN COMPANY

www.FederalHeath.com

2300 North Highway 121
Euless, Texas 76039
(817) 685-9077 [800) 527-9495
Fax [817) 685-9103

Manufacturing Facilities:
Oceanside, CA - Euless, TX - Jacksonville, TX - Detaware, OH

Office Locations:
‘Oceanside, CA - Las Vegas, NV - Laughlin, AZ
Idaho Falls, 1D - Euless, TX - Jacksonville, TX - San Antonio, TX
Houston, TX - Corpus Christi, TX - Indlanapolls, N
Louisville, KY - Knoxville, TN - Grafton, Wi - Delaware, OH
Wiiowbrook, IL - Tunica, MS - Atlanta, GA
Tampa, FL - Daytona Beach. FL - Orando, FL

Bullding Quality Signage Since 1901

Revisions:

Account Rep: MICHELLE BUSING

Project Manager: LARRY YEATS
Drawn By: J. CARPENTER

Project / Location:

TACO BELL

3150 DIAL STREET
COUNCIL BLUFFS, IA 51501

ELECTRICAL TO USE UL USTED
Undemrllers @ COMPONENTS AND SHALL MEET
Laboratories Inc. ALL N.E.C. STANDARDS

ALL ELECTRICAL SIGNS ARE TO COMPLY WITH U.L. 48 AND
ARTICLE 600 OF THE N.E.C. STANDARDS, INCLUDING
THE FROFER GROUNDING AND EONDING OF ALL SIGHNS.

WARRANTY NOTICE
Certamn electiical components of signs will fal prematurely if not
shut-off for a period of time. ence, each day. For best performance,
we recommend that signs be connected to an automatic Encigy
Management system. Time Clock or Photo Cell to control the dady
shut-off pedod. Faiure to foliow these reconmendations ¢an cause
damage to the signs” electrical compenents and vold the varranty.
Some dmming devdces wil adversely affect the electical components
of the sign ta which it is attached, causing fafure. Any dmming
devices used on the sign without prior consultation with
Fedteral Heath Sign Co. vl void the wananty.

Client Approval/Date:

Landlord Approval/Date:

This original drawing is provided as part of a
planned project and is not to be exhibited, copied or
reproduced without the wiitten permission of
Federal Heath Sign Company LLC or its
authorized agent. © FHSC

Colors Depicted In This Rendering May Not Match
Actual Material Finishes. Refer To Product Samples
For Exact Color Match.
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